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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HYO-240R-20W 3000K

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Test:U:220.16V I:0.1551A P:19.332W PF:0.5661 Freq:50.00Hz 
Lamp Flux:2078.49x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

DATA OF LAMP PHOTOMETRIC DATA Eff: 107.51 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





--

2078.49

1

--

994.5

100.0

2078.5

DIRECT

0.0

100.0

0.97

0.89

0.0,50.1

0.0,49.9

1.25

1.30

AAAAAAAAAAAAAAAAAAAAAAAAAAA

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90
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 110 100-110
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 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

903.6 892.9 883.5 908.5 954.1 942.1 914.5 890.3 89.99 89.99 4.33,4.33

678.9 688.3 696.2 704.8 723.0 702.7 678.2 670.9 222.7 312.7 15,15

649.5 673.1 686.5 683.5 688.0 661.9 637.4 627.3 304.7 617.3 29.7,29.7

729.9 732.3 728.5 734.0 734.8 732.5 717.8 716.5 443.0 1060 51,51

584.8 587.3 580.0 559.6 597.2 596.9 588.0 574.7 508.2 1569 75.5,75.5

176.5 175.6 177.2 204.0 206.5 200.7 153.5 177.3 399.1 1968 94.7,94.7

41.10 39.13 38.07 39.84 42.13 42.45 40.90 42.29 73.61 2041 98.2,98.2

19.88 16.98 13.62 16.60 20.84 17.46 13.78 16.58 30.82 2072 99.7,99.7

0.5637 0.5502 0.4875 0.5184 0.5319 0.5241 0.4548 0.5290 6.384 2078 100,100

Conical surface Flux(90deg): 1317.9 lm

%lum = 63.4%

%lamp = 63.4%

Conical surface Flux(120deg): 1967.7 lm

%lum = 94.7%

%lamp = 94.7%

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINANCE LIMITATION CURVES

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

45
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65
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G(DEG)

8 1000 2 3 4 5 6 8 10000 2 3 4 1
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a/h

LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/(m2)

G(DEG) C0/180 C90/270

85  9020  1294

80 11449  7845

75 12376  8989

70 12016 11132

65 12532 11473

60 35299 35434

55 83891 82901

50 90973 90234

45 93760 93068

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM
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RCR Coefficients of Utilization(CU)RCR:Room Cavity Ratio
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45
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CONDITIONS

FLUX 5000lm

FACTOR 0.70

Hdown 0.00m

Hwork 0.00m

Ework(AVE) 100lx

 cc w fc

70 50 30

50 30 20

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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WEC AND CCEC
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RCR Wall Exitance Coeffcients(WEC)RCR:Room Cavity Ratio
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RCR Ceiling Cavity Exitance Coefficients(CCEC)RCR:Room Cavity Ratio
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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UGR(Unified Glare Rating) Table

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

     3H

     4H

     6H

     8H

    12H

     4H      2H

     3H

     4H

     6H

     8H

    12H

     8H      4H

     6H

     8H

    12H

    12H      4H

     6H

     8H

 27.6  27.6 29.0  29.0 27.9  27.9 29.2  29.2 29.4  29.4

 27.5  27.5 28.8  28.8 27.8  27.8 29.0  29.0 29.2  29.2

 27.5  27.4 28.7  28.6 27.8  27.7 28.9  28.9 29.2  29.1

 27.4  27.4 28.6  28.5 27.8  27.7 28.8  28.8 29.1  29.0

 27.4  27.3 28.5  28.4 27.7  27.7 28.8  28.7 29.0  29.0

 27.4  27.3 28.4  28.3 27.7  27.6 28.7  28.6 29.0  28.9

 27.6  27.6 28.8  28.8 27.9  27.9 29.0  29.0 29.3  29.3

 27.5  27.5 28.5  28.5 27.9  27.8 28.8  28.8 29.1  29.1

 27.5  27.5 28.4  28.4 27.9  27.8 28.8  28.7 29.1  29.0

 27.5  27.4 28.3  28.2 27.9  27.8 28.7  28.6 29.0  28.9

 27.5  27.4 28.3  28.1 27.9  27.8 28.6  28.5 29.0  28.9

 27.5  27.3 28.2  28.0 27.9  27.8 28.6  28.4 29.0  28.8

 27.4  27.4 28.2  28.1 27.8  27.8 28.5  28.5 28.9  28.9

 27.5  27.4 28.1  28.0 27.9  27.8 28.5  28.4 28.9  28.8

 27.5  27.3 28.0  27.9 27.9  27.8 28.4  28.3 28.9  28.7

 27.5  27.3 28.0  27.8 28.0  27.8 28.4  28.2 28.9  28.7

 27.4  27.3 28.1  28.0 27.8  27.8 28.5  28.4 28.9  28.8

 27.4  27.3 28.0  27.9 27.9  27.8 28.4  28.3 28.8  28.7

 27.5  27.3 27.9  27.8 27.9  27.8 28.4  28.2 28.8  28.7

Variations with the observer position at spacings(CIE Pub.117):

S = 1.0H + 0.2 / - 0.4 + 0.3 / - 0.4

    1.5H + 1.2 / - 2.0 + 1.2 / - 1.9

    2.0H + 2.2 / - 6.8 + 2.2 / - 7.5

CIE Pub.117,  2078 lm Total Lamp Luminous Flux Corrected (8log(F/F0) = 2.5)
Area: 0.01 m2

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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UTILIZATION FACTORS TABLE

REFLECTANCE

Ceiling

Walls

Working plane

0.8

0.7

0.2

0.8

0.5

0.2

0.8

0.3

0.2

0.7

0.7

0.2

0.7

0.5

0.2

0.7

0.3

0.2

0.5

0.7

0.2

0.5

0.5

0.2

0.5

0.3

0.2

0

0

0

ROOM INDEX       UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5

k = 0.60 59 48 41 59 48 41 58 47 41 35

0.80 71 60 53 70 60 53 68 59 53 46

1.00 81 71 65 80 71 64 78 72 64 57

1.25 89 79 73 87 79 73 85 77 72 66

1.50 93 85 79 92 84 79 89 82 77 71

2.00 100 93 87 98 92 87 95 89 85 78

2.50 103 96 91 101 95 90 97 92 89 81

3.00 106 100 95 104 98 94 100 96 92 84

4.00 109 104 100 106 102 99 102 99 96 88

5.00 110 106 103 108 104 101 104 101 98 89

ROOM INDEX UF(total) Direct

According to DIN EN 13032-2 2004 SHRNOM = 1.25Suspended

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ISOCANDELA DIAGRAM
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Imax:994.5(H-3.0,V0.0)

 (At:C=180.0,Gamma=3.0)

UNIT: cd

10% 99.45
20% 198.9
30% 298.4
40% 397.8
50% 497.3
60% 596.7
70% 696.2
80% 795.6
90% 895.1

MAX = 994.51 
MIN = 437.57 
AVG = 704.97 
AVG/MAX = 0.71
MIN/MAX = 0.44

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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AAI Figure

1m 281.11cm281.3,990.7lx

2m 562.23cm70.32,247.7lx

3m 843.34cm31.26,110.1lx

4m 1124.46cm17.58,61.92lx

5m 1405.57cm11.25,39.63lx

6m 1686.69cm7.814,27.52lx

7m 1967.80cm5.741,20.22lx

8m 2248.92cm4.395,15.48lx

9m 2530.03cm3.473,12.23lx

10m 2811.15cm2.813,9.907lx

Height Eavg,Emax DiameterAngle:109.14deg

Flux out:1802 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ISOLUX DIAGRAM

 56.3' 17.15m

 45.0' 13.72m

13.72m

45.0'

 33.8' 10.29m

 22.5'  6.86m

6.86m

22.5'

 11.3'  3.43m

  0.0'  0.00m

0.00m

0.0'

 11.3'  3.43m

 22.5'  6.86m

6.86m

22.5'

 33.8' 10.29m

 45.0' 13.72m

13.72m

45.0'

 56.3' 17.15m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.2972lx 0.02761fc

  5% 0.4953lx 0.04601fc

 10% 0.9906lx 0.09203fc

 30% 2.972lx 0.2761fc

 50% 4.953lx 0.4601fc

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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E(lx) MH = 10 m

C0/180

C90/270

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

  (DEG)

C(DEG)

  Table--1 UNIT: cd

0

0 986

5 960

10 904

15 797

20 679

25 635

30 649

35 704

40 730

45 663

50 585

55 481

60 176

65 53.0

70 41.1

75 32.0

80 19.9

85 7.86

90 0.56

15

982

956

900

791

680

637

657

708

731

662

589

486

170

59.0

40.2

31.4

19.9

7.68

0.57

30

980

951

895

784

684

646

666

715

731

659

583

479

181

53.2

40.0

31.3

19.2

5.23

0.57

45

977

949

893

782

688

656

673

722

732

660

587

483

176

58.6

39.1

30.5

17.0

2.68

0.55

60

975

945

887

774

691

665

679

727

732

659

582

475

184

52.8

39.2

29.0

14.0

1.75

0.51

75

974

946

885

771

695

669

684

727

733

660

584

479

183

57.7

38.0

25.0

13.7

1.28

0.50

90

972

946

883

767

696

671

686

725

729

658

580

476

177

48.5

38.1

23.3

13.6

1.13

0.49

105

971

948

889

770

697

670

685

723

723

654

586

484

187

61.2

37.9

24.5

13.8

1.29

0.48

120

969

951

896

774

698

670

684

725

725

653

568

469

199

74.7

39.8

28.2

14.1

1.79

0.49

135

968

956

908

786

705

672

684

725

734

660

560

454

204

75.7

39.8

30.3

16.6

2.66

0.52

150

967

959

918

797

710

673

685

725

731

660

575

465

204

78.1

40.0

30.8

19.4

5.41

0.54

165

966

963

928

807

713

671

680

723

728

655

582

488

200

78.2

39.4

30.6

20.2

8.29

0.54

180

986

989

954

832

723

678

688

731

735

666

597

498

207

81.3

42.1

32.0

20.8

8.96

0.53

195

982

989

953

830

713

664

680

720

729

665

599

496

207

77.5

42.4

32.3

20.8

8.75

0.55

210

980

988

949

832

709

656

672

716

732

672

602

501

208

74.6

41.6

31.9

20.0

5.88

0.54

225

977

984

942

829

703

650

662

712

732

670

597

492

201

63.4

42.4

32.1

17.5

2.72

0.52

240

975

979

936

825

696

643

649

700

722

664

599

496

194

63.6

42.0

30.4

14.3

1.80

0.48

255

974

972

925

815

685

634

641

689

718

658

586

484

187

55.6

41.7

25.9

14.0

1.28

0.46

270

972

966

914

806

678

628

637

685

718

663

588

483

154

54.1

40.9

23.6

13.8

1.12

0.45

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

  (DEG)

C(DEG)

  Table--2 UNIT: cd

285

0 971

5 960

10 904

15 794

20 671

25 623

30 631

35 679

40 712

45 656

50 578

55 476

60 178

65 55.3

70 41.6

75 24.9

80 14.0

85 1.27

90 0.47

300

969

955

896

791

670

621

627

677

710

657

584

483

173

59.3

41.8

29.3

14.4

1.75

0.49

315

968

950

890

789

671

621

627

678

717

659

575

471

177

56.0

42.3

32.1

16.6

2.64

0.53

330

967

947

888

791

673

624

630

681

718

659

580

473

166

59.8

41.8

31.9

19.1

4.99

0.56

345

966

943

886

788

670

623

630

683

715

651

572

473

175

54.4

42.0

32.1

19.8

7.61

0.56

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:


